
   Optional timer-controlled Series 100 Ozonator and Pump 
Assembly injects odor-killing ozone into waste stream using a 
mixing procedure that ensures up to 99% contact—far more e�ective 
than bubbling ozone into a tank of water.  

     A heavy-duty Durable Steel Frame and 
railing is protected by an epoxy powder 
coat �nish; stainless steel option available 
for extra harsh circumstances. 

    Optional pH Controller automatically monitors pH of wash water.  
Odor control and pH adjusting chemicals are added using chemical 
resistant pumps to maintain proper operating levels.
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Flow Rates up to 5 GPM
Completely Self-Contained
Above-Ground Design
More Systems installed than any other brand.

A secret of the CL system is the e�ectiveness of the up to ten
Coalescing Cones, which provide 90-490 sq.ft. of oleophilic or 
oil-loving polypropylene. The cone-shaped design

One 40-Gallon, corrosion-resistant polyethylene 
StorageTanks holds clari�ed water.

An industrial-grade Centrifugal Pump returns 
the water for reuse and maintains a constant 
pressure of 30-50 psi in the return line.

REGISTERED

     Multi-Media Filter with 275 lbs. of a 
proprietary blend of gravel, sand and 
anthracite, which delivers advanced �ltration 
of suspended solids.

forces the water to the edges of the tank creating the e�ect of 
water �owing from a 1-½ inch pipe into a 4-ft. tunnel. 
The reduction in velocity is dramatic and 
enhances the separation process causing oil 
droplets to group and �oat, solids to sink, and 
also prevents channeling. 

      Water exits the tank through a series of 
holes in a circular tube resulting in a more 
even water �ow. The Clean Water 
Manifold System is located nearly three 
feet below the surface ensuring that oily 
water on the surface does not exit with the 
clean water. 

     The Oil Surface Skimmer continually removes 
�oating oil, along with some water, to a decanter 
where the oil is trapped and the water is automati-
cally returned to the system.

   A ball valve allows solid residue to �ow into a container 
for mess-free Sludge Disposal. The wastewater is 
automatically drained back to the catch basin. 

 Optional fully automated Backwash 
System, using reliable air valves, routinely 
reverses the water �ow back�ushing each �lter 

with a high volume of water so it always 
operates at peak e�ectiveness.

   Optional Biological package has more 
than 1,000 cubic feet of Bio-Media and 
creates an ideal breeding ground for 

aerobic bacteria to quickly multiply 
and consume hydrocarbon-based 

contaminants, converting them 
to harmless H2O and CO2. The 

media is kept in bags that 
are easy to remove 
and service.

Proprietary BioStax 1800 
Microbe Solution in the optional Bio 

Package uses time-sequenced aeration of bacteria 
to control odor and create degradation of Total Petroleum 

Hydrocarbons (TPH), fuels, benzenes, oils and grease. BioStax microbes are 
certi�ed by the American Type Culture Collection (ATCC) as gram positive, 
pathogen-free, Class 1 organisms. 

     Optional patented Air Stick combines with sandstone di�users to help facilitate 
optimum aerobic digestion rates and overcome high BOD (bio. oxygen demand).

      Optional automatic Air-Actuated Valve purges sludge from the cone-bottom 
tank at a rate of more than a gallon per second. This heavy-duty, non-plugging air 
valve routinely activates dumping the solids from the tank into a �at container 
where the water drains back into the sump and leaves the sludge to dry.

     Cartridge Filter provides up to 100 sq.ft. of 
�ltering area and removes suspended solids as 
small as 20 microns. The �lter housing is extremely 
easy to access so elements can be removed, 
cleaned and reused at a minimal operational cost.



CL-304
Modular Clarifiers Capable of 
Pre-Treatment, Sewer Discharge 
or Recycling of Wash-Water
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Flow Rates of up to 5 GPM | Compact Footprint | Self-Contained Yet Modular Flexibility | Above Ground Design

OPTIONS INCLUDE: Auto Purge system that automatically removes solids from
cone-bottom tank; advanced digital ORP/pH Controller for
optimum wash-water management; Biological Package.

See your Water Maze Dealer for part numbers and pricing.

CL-304Speci�cations

-MODEL CL-304A,B,C

Maximum Flow Rate 1 - 5 GPM

Oil/Water Separator Cap. 300 gal.

Electrical Con�guration            A 230V 1ph 15A
B 230V 3ph 9A
C 460V 3ph 5A

Solids Separator Chamber yes

Sanitizing Method Chlorination

Coalescing Pack 94 sq.ft.

Holding Tanks 40 gal.

Dimensions (L x W x H) 72" x 72" x 90”

Net Dry Weight (approx) 1545 lbs.

CL-304 Extra-Compact
Recycle System

RECYCLE                

NOTE: We are constantly
improving and updating our
products. Consequently,
pictures, features and spec-
i�cations in this brochure
may di�er slightly from cur-
rent models. Water Maze is
not responsible for procure-
ment of regulatory, opera-
tion and/or discharge per-
mits that may be required
by city, county, state or fed-
eral agencies for particular
uses of the Water Maze
product line. The customer
is responsible for procuring
any hazardous or non-haz-
ardous regulatory, operat-
ing and/or discharge per-
mits for complying with
codes or other governmen-
tal requirements associated
with the installation, use, or
disposal of waste associat-
ed with the Water Maze
product line.

FACTS:

• The CL-304 is a full recycling system with auto leveling cotrols
• The CL-304 can  discharge to the sanitary sewer.
• The CL-304 automatically serves as an extra-compact and a�ordable 
recycling system engineered to �t on a single platform.
• The CL-304 is the best value dollar for dollar in the industry today.


